CONTRACT NO. 72A36

L

GENERAL NOTES

ALL ELEVATIONS REFER TO NAVD88 DATUM.

" THE LOCATION OF BURIED AND ABOVE GROUND UTILITIES SHOWN ARE APPROXIMATE, AND

ARE SHOWN FOR CONTRACTOR INFORMATIONAL USE ONLY, AND ARE NOT TQ BE REFERENCED

FAP)
Rfe71  section

TOTAL |SHEET
COUNTY  ISHEETS|  NO.

7825 (K-1S0)BR

ADAMS 3 2

FED. fOAD DIST. 0. JILLINOIS| FED, AID PROJECT

2. WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER FOR CONSTRUCTION PURPOSES, THE IMPLIED PRESENCE OR ABSENCE OF UTILITIES IS NOT
SHALL' BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE CONTRACTOR TO BE CONSTRUED BY THE OWNER, ENGINEER, CONTRACTOR, OR SUBCONTRACTORS TO BE AN
SHALL PROTECT AND CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED ACCURATE AND COMPLETE REPRESENTATION OF UTILITIES THAT MAY OR MAY NOT EXIST
SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION, ON_THE CONSTRUCTION SITE, BURIED AND ABOVE GROUND UTILITY LOCATIONS, IDENTIFICATION,
THE CONTRACTOR WILL BE RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR AND MARKING ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR, REROUTING, msco~~scno~
RE-ESTABLISH ANY SECTION OR SUBSECTION MONUMENTS DESTROYED PROTECTION, ETC, OF ANY UTILITIES MUST BE COORDINATED BETWEEN THE CONTRACTOR,
BY HIS OPERATIONS. UTILITY COMPANY, AND OWNER. SITE SAFETY, INCLUDING THE AVOIDANCE OF HAZARDS
ASSOCIATED WITH BURIED AND ABOVE GROUND UTILITIES, REMAINS THE SOLE RESPONSIBILITY
3. ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN OF THE CONTRACTOR, ;
THE EDITION AS INDICATED BY THE SUB-NUMBER LISTED OR THE COPY OF THE SIANDARDS
STANDARD INCLUDED IN THESE PLANS. 12. AN ASPHALT PRIME SHALL BE REQUIRED FOR THE PRIMING OF THE MAINLINE PAVEMENT
TO BE RESURFACED. THE AREA PRIMED SHALL BE LIMITED TO THAT WHICH WILL BE COVERED WITH 000001-04
4,  ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BITUMINOUS CONCRETE THAT SAME DAY. 280001-03
BE DISPOSED OUTSIOE THE LIMITS OF RIGHT OF WAY ACCORDING TO ARTICLE 42040105
202.03 OF THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER. 13. EXISTING RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE REMOVED PRIOR TO RESURFACING. 20401
THIS WORK WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE 515001-02
COST OF EARTH EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED, 14. THE FOLLOWING RATES OF APPLICATION HAVE BEEN ASSUMED IN CALCULATING PLAN oummlss 630001-07
GREGATE (SURFACE, BASE, SUBBASE. OR BACKFILL) — 2,05 Ton/cuBIC 630301-04
S, ALL DISTURBED UNSURFACED AREAS WITHIN THE ROW AND EASEMENTS SHALL BE STONE DUMPED R 75 TON/CUBIC Y R 631032-03
SEEDED, FERTILIZED, AND MULCHEQ AS SHOWN IN THE PLANS, SPECIAL PROVISIONS, BITUMINOUS MATERIALS TPRIVE COATI 5.00038 TON/SQUARE. YARD {ON PAVEMENT)
AND AS DIRECTED BY THE ENGINEER. SEEDING WILL NOT BE PERMITTED AT A BITUMINOUS MATERIALS (PRIME COAT) 0.001425 TON/SQUARE YARD (ON AGGREGATE) 635006-02
TIME WHEN THE GROUND IS FROZEN, WET OR IN AN UNTILLABLE CONDITION. AGGREGATE (PRIME COAT) 0.002 TON/SOUARE YARD 635011-01
HMA SURFACE/BINDER (112 LHS) 0.056 TON/SQUARE YARDeINCH 701001-01
6. FERTILIZER NUTRIENTS SHALL BE APPLIED TO BOTH THE SEEDED AREAS AND THE AREAS 101006-02
COVERED WITH EROSION CONTROL BLANKET. 15. THE REMOVAL AND REPLACEMENT OF MAILBOXES NECESSARY FOR CONSTRUCTION OF THE HMA SHOULDERS 20101101
AND MAILBOX TURNOUTS AS SHOWN ON THE PLANS SHALL BE INCLUDED IN THE COST OF THE HMA SHOULDERS.
7. DO NOT INCLUDE MULCH OR EMULSIFIED ASPHALT ON EROSION CONTROL BLANKET AREAS. ;ggg}-gg
8. BEFORE ORDERING PIPE CULVERTS OR PIPE DRAINS, THE CONTRACTOR SHALL CONSULT 16. THE FOLLONING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT: 701306-01
THE ENGINEER FOR EXACT LENGTHS. 701311-02
TIMA BASE FLEXIBLE CONNEGTOR | FLEXIBLE CONNECTOR TNCIDENTAL FMA SURFACE
9, ALL TREES, BRUSH AND SHRUBS WITHIN THE CONSTRUCTION LIMITS WILL BE REMOVED CSE_/ WIDENING ER RF A HMA_ SURFACE URSE HM 701321-08
cChouE Eib e st e LIRS, e W T B S e L 15 p——_ i e o
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OF THE ENCINECR, THEY 00 NOT INTERFERE WITH CONSTRUCTION OPERATIONS.  THE > £ N:0 1 A0k 8 Ne30 1 407 8 N DESIGN:50 1 2.0% 0 N DESIGN=30 204001-03
CONTRACTOR WILL PROTECT ALL REMAINING TREES FROM DAMAGE DUE TO HIS 1L~19.0 1L~19.0 1L-9.5 OR 12.5 1.-9.5 OR 12.5 1L-9.5 OR 12.5 BAM 780001-01
OPERATIONS, RICTION AGGREGATE N/A N/A MIX_ "C* MIX "C" MIX_"C7 N/A 781001-02
10. IN ACCORDANCE WITH STATE OF ILLINOIS P.A, 86-0674, THE CONTRACTOR IS TO NOTIFY B8eoo |
ALL UTILITY COMPANIES NOT MORE THAN 14 DAYS NOR LESS THAN 48 HOURS BBLOOL
(EXCLUSIVE OF SATURDAYS, SUNDAYS, AND HOLIDAYS) IN ADVANCE OF THE START OF
EXCAVATION OR DEMOLITION,
JULL.LE. TELEPHONE NUMBER
1-800-892-0123
KNOWN UTILITIES LOCATION WITHIN THE LIMITS OF THIS IMPROVEMENT ARE:
ADAMS ELECTRIC COOPERATIVE
ADAMS  TELEPHONE COOPERATIVE
INSIGHT COMMUNICATIONS
AMEREN CIPS
CLAYTON CAMP POINT WATER COOPERATIVE
MILL CREEK WATER DISTRICT
MCLEOD USA LEGEND
CITY OF QUINCY
ENBRIDGE INC
PAVEMENT REMOVAL
7
HMA SURFACE REMOVAL-BUTT JOINT
m SURFACE RE UTT Joi
[TE TO BE REMOVED
COMMITMENTS A 30
S-1 TRAFFIC CONTROL STAGE NUMBER
THE FIELO/RESIDENT ENGINEER SHALL CONTACT DISTRICT 6 STUDIES & PLANS .
AT 217-782-6990 CONCERNING ANY WMAJOR PLA GES' TO MAKE SURE N 1" MIN SAWCUT 1%, HMA SURFACE CSE
ARG 10 AL o IR VEMERTS IR T m:s%cﬁ‘ Aroga FurEﬁg ROJECTS, ¢ PROPOSED RESURFACING GRAOE LINE
, EXISTING GRADE Lmsx " IN 107 e
PROPOSED 15" T0 0" PROPOSED HOT MIX ASPHALT SURFACE
AMA S RD %;/gz OURSI UPERPAVE, MIX “C”, N50
REMOVAL - CBUTT JOINT
EXISTING PAVEMENT W/ OVERLAY
BUTT JOINT DETAIL
(SEE PLANS FOR LOCATIONS)
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